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APPENDIX A

REFERENCES

Gover nment Publications

29 CFR 1910.1001 Public Law—Code of Federal
Regulations, Title 29, Part 1910 1001.
Department of Defense Manuals
DOD Construction CriteriaManua 4270.1 M
Tri-Services Manuals
T™M 5-609, NAVFAC MO-125, AFP91-2 . ...
TM 5-617, NAVFAC MO-113 and MCO
P110149 AFP9O1-31. .................
T™ 5-622, NAVFAC MO-104, AFP91-34 ...
T™M 5-618, NAVFAC MO-110 AFP85-3 .. ...
™ 5-632, NAVFAC MO-310 AFP 91-16 .. ..
T™M 5-624, NAVFAC MO-102 AFP85-8 . . . ..
T™M 5-695, NAVFAC MO-117 AFP91-37 .. ..
Department of Navy Technical Publications
NAVFACDesgnManua 142 .............
Department of Air Force Technical Publications
Air Force Design Manua
Federal Specifications
AA-L-30. ...
AA-V-00200B
CS3561 ...oi i
DD-G-1403

HH-R-590
HH-R-595

LLL-F-1238A .. ...
MMM-A-110

Military Custodial Services

Maintenance and Repair of Roofs
Maintenance of Waterfront Structures
Paints and Protective Coatings

Military Entomology Operational Handbook
Maintenance and Repair of Surfaced Areas
Maintenance of Fire Protection System

Carpet Selection Guide
Interior Finish Materials

Gypsum Board

Venetian Blinds

Plywood

Glass Plate (Float), Sheet Figured and Spandrel Heat-
Strengthened and Fully Tempered)

Roofing Felt (Asbestos, Asphalt-Saturated)

Roofing Felt, Coa-Tar and Asphalt-Saturated
Organic Fdlts, Rolls

Floor Covering, Vinyl

Floor Covering, Sheet Vinyl

Building Board, (Hardboard) Hard Pressed, Vegeta-
ble Fiber

Floor Covering Linoleum

Adhesive Asphalt, Cut-Back Type (for Asphalt and
Vinyl Asbestos Tile)

Adhesive, Asphat, Water-Emulsion Type (for Asphalt
and Vinyl Asbestas Tile)

Adhesive, Epoxy, Flexible Filled for Binding Scaling
and Grouting

Calcium Hypochlorite, Technical

Sodium Hypochiorite Solution

Sodium Phosphate, Tribasic, Technical, Anhydrous,

Dodecahydrate adn Monohydrate

Paper Abrasive, Silicon Carbide, Waterproof

Paper Abrasive, Flint

Paper Abrasive, Garnet

Oil and Water Absorbing Compounds

Plywood

Wax, Floor, Water Emulsion: w/gpl Supplements

Lath, Metal, (and Other Metal Plaster Bases)
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SS-T-312
TT-C-598

TT-F-336
TT-G-410 . ... ..

TT-P-00791
TT-R-251
TT-S176
ZZ-M-71d
ZZ-M-T7T1E
Department of Defense Specifications
DOD-C-2687B
Military Specifications
MIL-L-14519C . . ... ...
Military Standards
MIL-STD-865A
US. Department of Commerce, Product Specifica
tions
PS 1-74

Steel, Sheet and Strip, Low Carbon

Steel Sheet and Strip, Medium and High Carbon

Ptich, Coal-Tar: (for) Aggreate-Surfaced Built-up
Roofing, Waterproofing, and Dampproofing

Asphalt, Petroleum (Built-up Roofing, Waterproof-
ing, and Dampproofing)

Asphdt, Petroleum (Coating, Brushing and Spraying
Consistency)

Asphdt, Petroleum
Waterproofing)

Building Board, Asbestos-Cement: Flat and Corru-
gated

Cement Bituminous Plaster Type-i, with Asphalt
Saturated Felts and Type Il with Coal-Tar Saturated
Felts

Cement: Keen's

Lath, and Board Products, Gypsum

Lime: Hydrated (For) Structure Purposes

Roofing Felt, Asphalt-Prepared, Smooth Surfaced

Sound Controlling Blocks and Boards (Prefabricated
Acoustica Tilesand Panels

Sealing Compounds, two component, Electronic,
Polymer Type, Jet Fud Resistant, Cold Applied

Sealing Compound, Hot Applied, For Concrete and
Asphalt Pavements

Sealing Compound, Jet Fuel Resistant, Hot
Applied,One Component, For Portland Cement and
Tar Concrete Pavements

Title, Floor: Asphalt, Rubber, Vinyl, Vinyl Asbestos

Calking Compound, Oil and Resin Base Type (For
Masonry and Other Structures)

Filler, Wood Paste

Glazing Compound, Sash (Metal) for Back Bedding
and Face Glazing (not for Channel Stop Glazing)

Putty: Pure Linseed Oil (for Wood Sash Galzing)

Bemover, Paint (Organic Sovent Type)

Sedler, Surface-Varnish Type, Floor, Wood and Cork

Sheeting, Rubber

Matting, Rubber and Vinyl

(Primer, Roofing and

Notice 1, Compound, Battery Sealing (Metric)
Limestone, Pulverized
Notice 2, Sdective (Brush Plating) Electrodisposition

Construction and Industrial Plywood
Hardwood and Decorative Plywood



U.S. Department of Interior Publications
Concrete Manual, Bureau of Reclamation

General Services Administration Publications
A-A-373A

Non-Government Publications

American Society for Testing and Materials
(ASTM), 1916 Race Street, Philadelphia, PA
19103

ASTMC-28-80 ...t
ASTMC-33-80 ........c i
ASTMC-36-80 .........coii i
ASTMC-67-81 ......... ..
ASTMC-94-80 ...
ASTM C-144-76 . ... .
ASTM C-208-72 . . ...
ASTM C-220-77 . .o e
ASTM C-270-80a . . ......ccvii i
ASTM C-631-70 . ...
ASTM C-669-75 .. ... it
ASTM C-840-79 . ... ..

ASTM C-881-78 .. ....... .o
ASTMD-41-78 . ... ...

ASTMD-43-73 . .. ..

ASTMD-173-80 .. ....... ..o

ASTM D-226-77 .. ... ..o
ASTMD-312-78 .. ... ...
ASTM D-449-73 .. ... ...
ASTM D-450-78 .. ... ... o
ASTMD-1187-66 . . ...
ASTM D-1327-78 . . .. ..
ASTMD-1668-80 . .......... ...,
ASTM D-1751-73 . . .. ..
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Glazing Compound, Sash (Metal) for Back Bedding
and Face Glazing (Not for Channd or Stop Glazing)

Specification for Gypsum Plastic

Specification for Concrete Aggregates

Specification for Gypsum Wallboard

Brick and Structura Clay Title, Sampling and Test
ing

Specification for Ready-Mixed Concrete

Specification for Aggregate for Masonry Mortar

Structural Insulating Board Made from Vegetable
Fibers

Specification for Flat Asbestos-Cement Sheets

Specification for Mortar for Unit Masonry

Specification for Bonding Compounds for Interior
Plastering

Specification for Glazing Compounds for Back Bed
ding and Face Glazing Metal Sash

Specification for Application and Finishing of
Gypsum Board

Epoxy-Resin Base Bonding System for Concrete

Primer for use with Asphalt in Dampproofing and
Waterproofing

Specification for Cresosote for Priming Coat with
Coas-Tar Ptich in Dampproofing and Waterproof
ing

Specification for Woven Cotten Fabric Saturated
with Bituminous Substance for Use in
Waterproof ing

Asphalt-Saturated Roofing Felt for Use in Water-
proofing and in Constructing Built-up Roofs

Asphalt for use in Constructing Built-up Roof
Cover- age. Type Depending on Slope of Roof

Specification for Asphalt Used in Dampproofing
and Water Proofing

Specification for Coa-Tar Pitch for Roofing,
Damp- proofing and Waterproofing

Specification for Asphalt Base Emulsions for Use
and Protective Coating for Metal

Specification for Bitumin-Satruated Woven Burlap
Fabrics Used in Roofing and Waterproofing

Specification for Woven Glass Fabric Treated with
Bituminous Substance for Use in Waterproofing

Specification for Preformed Expansion Joint Fillers
for Concrete Paving and Structural Construction
(Nonextruding and Resilient Bituminous Types)
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ASTM D-1752-67 .. ... Specification for Preformed Sponge Rubber and
Cork Expansion Joint Filler for Concrete Paving
and Structural Construction

ASTM D-1850-74 . . .. ... Specification for Concrete Joint Sealer, Cold-Appli
cation Type

National Fire Code Standards
National Fire Protection Association,
Batterymarch Park,

80 .. Fire Doors and Windows
220 Standard Types of Building Construction
252 Fire Doors

NFPA Publications
National Forest Products Association, 1619 Massa
chusetts Ave., NW., Washington, DC 20036
National Design Specification for Wood Con
struction
Design Vaues for Wood Construction
PCA Publications
Portland Cement Association Publications, Old Or
chard Road, Skokie, IL 60076
ACI-318 ... Building Code Requirementsfor Reinforced Concrete
DHI Publications
Door and Hardware Institute, 7711 Old Springh
ouse Road, McLean, VA 22102
DHI-1301 ... Finish Standards
Shell Chemical Co. Publication
Shell Chemical Co., P.O. Box 2463, Houston, TX
77002
SC106-84 . ... Recommendations for Handling Resins and Auxilia-
ry Chemicals
John Wiley and Sons Publications
John Wiley and Sons., Inc., 605 3rd Avenue, New
York, NY 10158
"Building Construction, Materials and Types of
Construction” by Whitney Clark Huntington
and Robert E. Mickadeit.
F. G.MA. Publications
Flat Glass Marketing Association, 3310 Harri
son Street, Topeka, KS 66611.



